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FIRE WINDOWS & DOORS 
  

FIRE-RATED STEEL WINDOW and DOOR SYSTEMS     



16 ga. Galv. Steel FIRE-RATED Fixed, Horizontal Sliding & Single-Hung WINDOWS 
Equal Leg or Nail-Fin Framing — Exterior or Interior Applications — Variable Depths of Frames 

U/L Classified — 45/60/90 Minute Fire Ratings — True Muntins — Fusible Links — Easy Set Electric Links 
HC40 Performance Rating @ All Types — Insulated or Single U/L Rated Glazing — Rectangular Glazing Beads 

Insect Screens with Fiberglass Mesh (Aluminum Mesh Available) — Blast Rating Available (UFC 4-010-0) 

RATING CONFIGURATION TEST SIZE AIR WATER STRUCTURAL 
HC40 Fixed 60” x 71” 6.24 psf 9.0 psf 60 psf 

HC40 Single Hung 60” x 99” 6.24 psf 9.0 psf 60 psf 

HC40 Horizontal Sliding 99” x 79” 6.24 psf 9.0 psf 60 psf 

Underwriters Label 
45 / 60 / 90 Minute Rated 

45 / 60 / 90 Minute Rated 

45 / 60 / 90 Minute Rated 

EXTERIOR WINDOW  PERFORMANCE  TABLE 

FIXED WINDOW 
EQUAL LEG 

INSULATED GLASS 

EXTERIOR GLAZED 

HORIZONTAL SLIDER 
EQUAL LEG 

INSULATED GLASS 

EXTERIOR GLAZED 



SINGLE HUNG 
NAIL FIN 

INSULATED GLASS 

INTERIOR GLAZED 




